
SPECIFICATIONS

Power Required:		  8-24 VDC, 9 mA @12 VDC

RELATIVE HUMIDITY:
Operating Temperature:	 -10 to 60°C (14 to 140°F)
			   (Below -10ºC, accuracy reduced)
Measuring range:		  0-100% RH
Accuracy at 20°C:		  3% from 10 to 90% RH
			   4% from 0 to 10 & 90 to 100% RH
Stability:			   Better than ±2% in 2 years
Time constant:		  15 seconds
Sensor type:		  Vaisala Intercap
Output signal:		  0-1 VDC

TEMPERATURE:
Calibrated measuring range: 	-50 to +50°C (suffix C)
			   -50 to +150°F (suffix F)
Accuracy at 0°C:		  ±0.3°C
			   ±0.1°C (optional)
Time constant:		  42 seconds
Sensor type:		  1000     Platinum RTD
Output signal:		  4 Wire RTD
Recommended cable:	 5 cond shielded 22 AWG (#18446)

Recommended Radiation Shields:
Model 43502		  Aspirated Radiation Shield
Model 41003P		  Multi-Plate Radiation Shield

INSTRUCTION SHEET 41372V-30-90
REV B062210

MODEL 41372V-30
RELATIVE HUMIDITY/TEMPERATURE PROBE

INTRODUCTION

The Model 41372VC/VF Relative Humidity/Temperature Probe 
combines a high accuracy humidity sensor and 1000 ohm platinum 
RTD temperature sensor in one probe. Output signal is 0-1 VDC for 
both Relative Humidity and Temperature.  The resistance of the RTD 
varies with temperature.  Refer to Resistance vs. Temperature table. 

INSTALLATION

The Relative Humidity/Temperature probe should always be installed in 
a protective radiation shield to ensure accurate data.  Use of the probe 
without a radiation shield may result in large errors. The probe installs 
easily in YOUNG naturally ventilated or motor aspirated shields. For 
best performance, the probe and shield should be placed in a location 
with good air circulation clear of large masses (buildings, pavement, 
solar panels...), exhaust vents, electrical machinery and motors, 
water fountains and sprinklers.  This probe should not be installed in 
a seawater environment.

MAINTENANCE

The Relative Humidity/Temperature probe is designed to offer years 
of service with minimal maintenance. As with most humidity sensors, 
humidity calibration may drift slightly with time. The probe is designed 
to provide a minimum two years service at the accuracy values stated. 
After this time, the sensing element should be replaced to ensure correct 
calibration. Replacement sensing elements (Part No. 41372-02) are 
carefully standardized for interchangeability.

In areas of high dust or contamination, periodic cleaning of the RH 
sensor protective membrane is recommended. Soaking in clean water 
or a mild soap solution is recommended. DO NOT USE SOLVENTS.

CE COMPLIANCE

This product has been tested and shown to comply with European CE 
requirements for the EMC Directive. Please note that shielded cable 
must be used.

WARRANTY

This product is warranted to be free of defects in materials and 
construction for a period of 12 months from date of initial purchase. 
Liability is limited to repair or replacement of defective item. A copy 
of the warranty policy may be obtained from R. M. Young Company.

R. M. YOUNG COMPANY   2801 Aero Park Drive ,  Traverse City,   Michigan   49686   USA
TEL  (231) 946-3980       FAX  (231) 946-4772

Declaration of Conformity

R. M. Young Company
2801 Aero Park Drive
Traverse City, MI 49686 USA

Model 41372V-30

The undersigned hereby declares on behalf of R. M. Young
Company that the above-referenced product, to which this
this declaration relates, is in conformity with the provisions of:

Council Directive 2004/108/EC (December 15, 2004)
on Electromagnetic Compatibility

David Poinsett
R&D Manager
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Resistance vs. Temperature for 1000     nominal probe
Temperature Coefficient = 0.00375    /   /°C

 Resistance            °F 

1226.445	 140

1205.659	 130

1184.837	 120

1163.978	 110

1143.081	 100

1122.148	 90

1101.177	 80

1080.169	 70

1059.124	 60

1038.042	 50

1016.922	 40

995.766	 30

974.572	 20

953.340	 10

932.069	 0

910.759	 -10

889.407	 -20

868.013	 -30

846.576	 -40

825.093	 -50

°C	 Resistance

60	 1226.445

50	 1189.005

40	 1151.445

30	 1113.764

20	 1075.963

10	 1038.042

0	 1000.000

-10	 961.837

-20	 923.550

-30	 885.132

-40	 846.576

-50	 807.873

Transfer function calculated from manufacturer's data:
C° = (1.1279x10-5 

* R
2) + (2.3985x10-1 

* R) - 251.1326
F° = (2.0302x10-5 

* R
2) + (4.3174x10-1 

* R) - 420.0387


