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INTRODUCTION SPECIFICATIONS

MODEL 61201 Barometric Pressure Sensor is an analog output
electronic barometer. It offers excellent performance for meteo-
rological and utility applications where continuous power is
available.

INSTALLATION

The pressure sensor and circuit are housed in a weatherproof
case. This permits installation in an outdoor location. Internal
compensating circuitry assures accurate performance over its
rated temperature range. For best results, cabling should be
connected differentially (see diagram).

When installing the barometer outdoors, use of Young Model
61002 Pressure Port is recommended. The Pressure Port mini-
mizes dynamic pressure errors caused by wind flow over the
barometer inlet.

MAINTENANCE

The Model 61201 barometer requires no regular maintenance.
Periodic calibration certification may be required in some applica-
tions. This service is available through your YOUNG Supplier.

WARRANTY

This product is warranted to be free of defects in materials and
construction for a period of 12 months from date of initial purchase.
Liability is limited to repair or replacement of defective item. A copy of
the warranty policy may be obtained from R. M. Young Company.

CE COMPLIANCE

This product has been tested and shown to comply with European CE
requirements for the EMC Directive. Please note that shielded cable
must be used.

Declaration of Conformity

Application of Council Directives: 89/336/EEC
Standards to which Conformity is Declared: EN 50082-1 (IEC 801-2, 3, 4)
Manufacturer's Name and Address: R. M. Young Company

Traverse City, Mi, 49686, USA
Importer's Name and Address: See Shipper or Invoice
Type of Equipment: Meteorological instruments
Model Number / Year of Manufacture: 61201/1996

I, the undersigned, hereby declare that the equipment specified conforms to the above
Directives and Standards.

Date / Place: Traverse City, Michigan, USA February 19, 1996
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David Poinsett

————

R & D Manager, R. M. Young Company
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SEE NEW DRAWING

800 - 1100 mB
(23.6-32.5 inHg)

Operating Range: *

Output: * 0.00 to 5.00 VDC
Operating Temperature: -50 to +50°C
Accuracy: +0.5mB (0.02 inHg) @ 20°C

+2.0 mB (0.06 inHg) over
temperature range

12 to 30 VDC

100 mA warm-up (4 min @ 24 V)
50 mA operating @ 20°C

Supply Voltage:
Supply Current:

Case: Fiber-reinforced Thermoplastic
Weight: Net 11b 5 oz
Shipping 4 Ib

* Fully calibrated over range 600 - 1100 mB
(Output -3.33 to 5.00 VDC)
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R. M. YOUNG COMPANY 2801 Aero-Park Drive , Traverse City, Michigan 49686 U.S.A.

TEL (616) 946-3980

FAX (616) 946-4772



