
INSTRUCTION SHEET 70101X-90
REV B031616

MODEL 70101X
SOLAR  RADIATION  SENSOR INTERFACE

INTRODUCTION
The Model 70101X Solar Radiation Sensor Interface circuit 
provides a calibrated 0-1 VDC output from a user supplied Licor 
Photodiode Radiation Sensor. Licor sensors measure global 
solar radiation for agricultural, meteorological and hydrological 
applications. Licor sensors feature a silicon photovoltaic detector 
mounted in a fully cosine-corrected head. They compare 
favorably with first class thermopile type pyranometers in clear 
unobstructed daylight conditions.

INSTALLATION
The Model 70101X Solar Radiation Sensor Interface should be 
installed in the vicinity of the pyranometer. The rugged powder 
coated aluminum mounting bracket and U-bolt mounting clamp 
attaches easily to any vertical pipe up to 2 inch diameter.
Refer to the included wiring diagram for proper sensor output 
connections.  The Sensor Interface is calibrated to a mean value 
at the factory. Follow calibration procedure to configure output 
to your particular sensor.
The interface circuit provides 0-1 VDC calibrated output 
representing 0-1396 watts per square meter.

MAINTENANCE
The Solar Radiation Sensor Interface requires minimal 
maintenance under normal conditions. Dirt or dust accumulation 
should be removed with soap and water. Do not use solvents.

CALIBRATION
The Solar Radiation Sensor Interface has user configurable 
jumper settings along with a gain control to allow customer to 
custom calibrate their sensor to the unit. It is recommended that 
calibration is verified at an interval of every 2 years for proper 
output.  More frequent calibration checks may be necessary 
where the instrument is used in programs that require auditing 
of sensor performance.
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SPECIFICATIONS
BNC Connector
Input Signal:	 0 to 8 mV = 0-1000 W/m2 typical 

across 100 Ω load.	  
(Licor high stability silicon 
photovoltaic detector; blue 
enhanced)

Output Signal:	 0 to 1 VDC  =  0 to 1396 W/m2

Power Requirement:	 +5 to +30 VDC at 3mA
Operating Temp:	 -40 to +65°C (-40 to 149°F)
Housing:	 Grey Fiberglass Enclosure with Powder 

Coated Aluminum Mtg. Bracket
Weight:	 .05 kg (1.1 lb)
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CALIBRATION PROCEDURE:

1.   REMOVE CIRCUIT BOARD FROM CASE.

2.   MOVE JUMPER J1 TO POSITION MATCHING SENSOR OUTPUT RANGE.
EACH POSITION REPRESENTS SENSOR OUTPUT IN µAMPS AT 1000
WATTS PER SQ. METER

3.   EXPOSE SENSOR TO KNOWN SOLAR RADIATION INTENSITY OR
SIMULATED SIGNAL AND ADJUST GAIN FOR CORRECT OUTPUT.

IF 70101X IS LOCATED MORE THAN SEVERAL FEET FROM DATA LOGGER,
MEASURE OUTPUT DIFFERENTIALLY OR USE SUFFICIENTLY LARGE WIRE
(18 GAUGE) FOR POWER SUPPLY REFERENCE TO MINIMIZE VOLTAGE DROP.
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CALIBRATION PROCEDURE:

1.	 REMOVE CIRCUIT BOARD FROM CASE.
2.	 MOVE JUMPER J1 TO POSITION MATCHING SENSOR OUTPUT RANGE. 

EACH POSITION REPRESENTS SENSOR OUTPUT IN µAMPS AT 1396 W/m²
3.	 EXPOSE SENSOR TO KNOWN SOLAR RADIATION INTENSITY OR 

SIMULATED SIGNAL AND ADJUST GAIN FOR CORRECT OUTPUT.

IF 70101X IS LOCATED MORE THAN SEVERAL FEET FROM DATA LOGGER, 
MEASURE OUTPUT DIFFERENTIALLY OR USE SUFFICIENTLY LARGE WIRE  
(18 GAUGE) FOR POWER SUPPLY REFERENCE TO MINIMIZE VOLTAGE DROP.
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R13
150Ω
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CALIBRATION PROCEDURE:

1.   REMOVE CIRCUIT BOARD FROM CASE.

2.   MOVE JUMPER J1 TO POSITION MATCHING SENSOR OUTPUT RANGE.
EACH POSITION REPRESENTS SENSOR OUTPUT IN µAMPS AT 1000
WATTS PER SQ. METER

3.   EXPOSE SENSOR TO KNOWN SOLAR RADIATION INTENSITY OR
SIMULATED SIGNAL AND ADJUST GAIN FOR CORRECT OUTPUT.

IF 70101X IS LOCATED MORE THAN SEVERAL FEET FROM DATA LOGGER,
MEASURE OUTPUT DIFFERENTIALLY OR USE SUFFICIENTLY LARGE WIRE
(18 GAUGE) FOR POWER SUPPLY REFERENCE TO MINIMIZE VOLTAGE DROP.
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